
W Oak Hil l Rd

H
ow

e
R

d

Beam St

20

PORTER

Norfolk Southern

Berg St

Sunset Ln

S
unse

t Ln

Signature
Dr

Lake Charles Ln

Lawson Ln

N Vi ne St

W Oak Hil l Rd

N
M

in
e

ra
l

S
p

rin
g

s
R

d

N
R

iv
e

r
D

r

20

East Arm Li t
tle

C
alum

et R iver

P r a t t
Lake

Howe Rd

P lanet Ct

S
pr

in
g

V
ie

w
D

r

Emerald
D

r

Lake
V

is
t a

D
r

Beam St

N
M

in
e

r a
l

S
p

r i
n

g
s

R
d

N
R

iv
e

r
D

r

20

94

Norfolk Southern

No
rfo

lk
So

uth
er
n

S
M

in
e

ra
l

S
p

r i n
g

s
R

d

M
o

n
ro

e
S

t

94

W
a

g
n

e
r

R
d

W
a

g
n

e
r

R
d

M
ichig

an
St

Francis
S

t

S
e

x
to

n
A

v
e

Rankin
St

In
dia

na
St

P
leasant

A
ve

Beam
St

94

No
rfol

k Southern

Am
tra
k

Franklin S t

W
agner

R
d

Wood St

N
J

a
c

k
s

o
n

B
lv

d

S
e

x
to

n
A

v
e

S
1

8
th

S
t

N
1

8
th

S
t

S
J

a
c

k
s

o
n

B
lv

d

Bridge_0150 MOT

Esri Community Maps Contributors, © OpenStreetMap, Microsoft,
Esri, HERE, Garmin, SafeGraph, GeoTechnologies, Inc, METI/
NASA, USGS, EPA, NPS, US Census Bureau, USDA

12/1/2023, 12:57:21 PM

0 0.1 0.20.05 mi

0 0.2 0.40.1 km

1:9,028

Porter County GIS

martin.bobcek
Rectangle

martin.bobcek
Rectangle

martin.bobcek
Line

martin.bobcek
Line

martin.bobcek
Line

martin.bobcek
Line

martin.bobcek
Line

martin.bobcek
Line

martin.bobcek
Callout
Bridge 150 closureriprap blockade behind(4) type III barricadesw/ "Bridge Closed" sign R11-2

martin.bobcek
Image

martin.bobcek
Text Box
1B + M4-10R

martin.bobcek
Text Box
1A

martin.bobcek
Text Box
1B + M4-10L

martin.bobcek
Rectangle

martin.bobcek
Rectangle

martin.bobcek
Image

martin.bobcek
Image

martin.bobcek
Image

martin.bobcek
Text Box
1A - Type 3 Barricade

martin.bobcek
Text Box
1B - Type 3 Barricadew/ R11-4 (60x30)

martin.bobcek
Callout
M4-8 + MSX +M5-1(R)

martin.bobcek
Polygon

martin.bobcek
Callout
MS-L

martin.bobcek
Callout
M4-8a

martin.bobcek
Callout
M4-8 + MSX +M5-1(R)

martin.bobcek
Polygon

martin.bobcek
Callout
M4-8a +MS-R

martin.bobcek
Callout
MS-L

martin.bobcek
Polygon

martin.bobcek
Polygon

martin.bobcek
Callout
M4-8a

martin.bobcek
Text Box
1B

martin.bobcek
Callout
M4-8 + MSX + M6-1 (R)

martin.bobcek
Callout
M4-8 + MSX + M6-1 (L)

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
PolyLine

martin.bobcek
PolyLine

martin.bobcek
PolyLine

martin.bobcek
PolyLine

martin.bobcek
Callout
Northbound Mineral Springs Route

martin.bobcek
Callout
Southbound Mineral Springs & Eastbound 20

martin.bobcek
Arrow

martin.bobcek
Callout
Westbound Mineral Springs Route

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Image

martin.bobcek
Polygon

martin.bobcek
PolyLine

martin.bobcek
PolyLine

martin.bobcek
PolyLine

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Arrow

martin.bobcek
Text Box
Signs to be installed on per INDOT Standard Drawings E-801-TCDV-05 or E-801-TCDV-06. Temporary sign supports will be provided until utility locates are provided for driven posts.

martin.bobcek
Callout
XW20-3

martin.bobcek
Polygon

martin.bobcek
Callout
XW20-3

martin.bobcek
Polygon

martin.bobcek
Text Box
Temporary Driven Post

martin.bobcek
Ellipse

martin.bobcek
Text Box
On Existing Post

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Ellipse

martin.bobcek
Callout
M4-8 + M6-1 (R)

martin.bobcek
Callout
M4-8 + MSX + M6-1 (L)

martin.bobcek
Callout
M4-8 +MSX +M5-1 (L)

martin.bobcek
Ellipse

martin.bobcek
Callout
MS-R

martin.bobcek
Ellipse

martin.bobcek
Image

martin.bobcek
Image

martin.bobcek
Image



1
'-
8
"

1
'-
8
"

2

TYPE III BARRICADE

45°

Ground Line or Paving Surface.

Type B Lights

R11-4

XM4-10 (When Required) 

Orange and White Reflective Sheeting

ROAD CLOSURE SIGN ASSEMBLY

3

4'-0" (min.)

5
'-
0
" 
(m
in
.)

5
'-
0
" 
(m
in
. 
ru
ra
l)

7
'-
0
" 
(m
in
. 
u
rb

a
n
)

R
a
il
 h

e
ig

h
t 
is
 8
"

DETOUR

ROAD CLOSED

THRU TRAFFIC

TO

E 801-TCDV-05

INDIANA DEPARTMENT OF TRANSPORTATION

STANDARD DRAWING NO.

DATECHIEF ENGINEER

DATEDESIGN STANDARDS ENGINEER

SEPTEMBER 2022

TYPE III BARRICADE

barricade.

The sign assembly shall be above the Type III 3

detour route has been signed.

The detour arrow sign shall be used only when a 2

NCHRP 350 or MASH crash evaluation criteria.

Barricade lights, signs, and supports shall satisfy 1.
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SIGN MOUNTING

TYPICAL CONSTRUCTION

     traveled way. 

     minimum sign mounting height of 7 ft above the

     temporary mounted construction signs shall have a

     On roadways where on-street parking is allowed,

     have a mounting height of 5 ft above the traveled way.

     work or for operations which affect traffic lanes shall

7   Temporary mounted construction sign for nighttime

     more than 4 in. into the 4 ft useable sidewalk width.

     support that is less than 7 ft in height may protrude

     width shall be maintained.  No part of the sign or

6   When signs are placed on sidewalk, a 4 ft useable

     shall not be less than 7 ft.

5   In urban area or on Interstate route, mounting height

4.  Type A warning light required on all construction signs.

     be lower than the top of the advisory speed plaque.

     The bottom of the construction warning sign shall not

     4 ft above the edge of pavement adjacent to the sign.

     post closest to the roadway at a height not less than

     another construction sign, may be mounted on the

3   An advisory speed plaque, required to be placed with

     or MASH crash evaluation criteria.

2.  Signs, lights, and supports shall satisfy NCHRP 350

     notes.

1.  See Standard Drawing E 801-TCSN-07 for additional
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